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WARRANTY
Bacharach, Inc. warrants to Buyer that at the time of delivery this Product will be free from defects in material 
and manufacture and will conform substantially to Bacharach Inc.’s applicable specifications. Bacharach’s 
liability and Buyer’s remedy under this warranty are limited to the repair or replacement, at Bacharach’s option, 
of this Product or parts thereof returned to Seller at the factory of manufacture and shown to Bacharach Inc.’s 
reasonable satisfaction to have been defective; provided that written notice of the defect shall have been given 
by Buyer to Bacharach Inc. within one (1) year after the date of delivery of this Product by Bacharach, Inc.

Bacharach, Inc. warrants to Buyer that it will convey good title to this Product.  Bacharach’s liability and Buyer’s 
remedy under this warranty of title are limited to the removal of any title defects or, at the election of Bacharach, 
to the replacement of this Product or parts thereof that are defective in title.

THE FOREGOING WARRANTIES ARE EXCLUSIVE AND ARE GIVEN AND ACCEPTED IN LIEU OF (I) ANY 
AND ALL OTHER WARRANTIES, EXPRESS OR IMPLIED, INCLUDING WITHOUT LIMITATION THE IM-
PLIED WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE: AND (II) ANY 
OBLIGATION, LIABILITY, RIGHT, CLAIM OR REMEDY IN CONTRACT OR TORT, WHETHER OR NOT ARIS-
ING FROM BACHARACH’S NEGLIGENCE, ACTUAL OR IMPLIED. The remedies of the Buyer shall be limited 
to those provided herein to the exclusion of any and all other remedies including, without limitation incidental or 
consequential damages.  No agreement varying or extending the foregoing warranties, remedies or this limita-
tion will be binding upon Bacharach, Inc. unless in writing, signed by a duly authorized officer of Bacharach.

Notice:

Product improvements and enhancements are continuous, therefore the specifications and 
information contained in this document may change without notice. 

Bacharach, Inc. shall not be liable for errors contained herein or for incidental or consequential 
damages in connection with the furnishing, performance, or use of this material.

No part of this document may be photocopied, reproduced, or translated to another language 
without the prior written consent of Bacharach, Inc.

Copyright © 2003, Bacharach, Inc., all rights reserved.
BACHARACH and Tru Pointe are registered trademarks of Bacharach, Inc. All other trademarks, 
trade names, service marks and logos referenced herein belong to their respective companies.

Declaration of Conformity

Manufacturer’s name:	 Bacharach, Inc.

Manufacturer’ address:	 621 Hunt Valley Circle
	 New Kensington, PA 15068-7074

Product name:	 Tru Pointe
	 conforms to the following specifications:
	 EMC Directive 89/336/EEC	 EN50081-1:1992
	 EN61000-4-2:1995	 EN61000-4-3:1995
	 EN50082-1:1997 Light Industrial	 EN50082-1:1998
	 EN55011:1998 Group 1,Class B
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Figure 1. Tru Pointe Refrigerant Leak Detector

Introduction

Introduction
The Tru Pointe Refrigerant Leak Detector (Figure 1) is a portable, battery 
powered instrument designed to pinpoint the location of refrigerant leaks 
in air conditioning and refrigerant systems, chillers, or cold storage units.

The use of heated-diode sensor technology allows the instrument to be 
quickly responsive to all refrigerants, even when high background levels 
of refrigerant vapors are present. No manual sensitivity adjustments are 
necessary during the inspection process.

The instrument is suitable for HVAC Service Technicians, Refrigerant 
Service Technicians, Plant Maintenance Departments, Automotive Service 
Facilities, and Refrigerant & Environmental Chamber Manufactures who 
are in need of a small, lightweight and rugged instrument that is capable of 
detecting and then pinpointing small to large gas leaks in tight spaces such 
as those found in refrigeration units and automobile engine compartments.
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Operation
Battery Installation
 1. Remove battery cover by pressing down on the battery cover tab, and 

then sliding the cover off the instrument. See Figure 2. 

 2. Install two ‘D’ alkaline batteries into the battery compartment, observ-
ing the polarity markings that are molded inside of the case. 

 3. Slide the battery cover back onto the instrument until its tab clicks 
into place.

Operation

Figure 2. Battery Installation
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